
N.B. The water user must 
decide upon the backflow 
requirements necessary  
for each installation.

Antipollution water supply standpipes designed for 
mains connection below ground level. 

Manufactured in high quality Stainless Steel, and conforming to strict WRAS standards, 

the ED2012 is the definite choice for a safe and secure water supply. The high quality 

stainless steel shell offers; longevity, durability, lockable covers for vandal resistance, an 

easily identifiable profile, and pleasing aesthetics. Edwards’ ED2012 Standpipes are ideal for 

all areas of public access. 

The unit’s internal plumbing conforms to WRAS standard components. Although this unit has 

been designed to accommodate fluctuations in severe weather conditions, it is recommended 

that in extreme cold weather the unit should be drained to avoid frost damage.

N.B. Whilst every consideration has been taken in the design of the above products,
Edwards Engineering reserve the right to make alterations in the interest of improvements without notice. 

Specification

Main Body Fabricated stainless steel offering strength, durability & corrosion resistance. 

Unit Length 1470mm (720mm profile above ground, with 750mm installed below ground). 

Unit Section 100mm x 100mm. 

Outlet Tap Cover 360mm x 260mm x 110mm. 

Stop Tap Cover 100mm x 260mm x 110mm. 

Stabilising Base Plate 300mm x 300mm. 

Mains Connection ½” BSP brass female socket. 

Internal Rising Main 15mm Hep2.0 barrier pipe, incorporating in-line D.C.V. 

Outlet Tap WRAS approved 15mm brass bib tap. 

Stop Tap 15mm brass Pegler. 

Drain Off Tap Type A. Brass drain valve. 

Insulation Polyflex expanded foam or equivalent insulator, giving protection down to -5°C.  

Model ED2012 with Bib Tap

Stainless Steel Case

½” Bib Tap

Double Check Valve

Drain Off Tap
Hep2.0 15mm Barrier Pipe

Stop Tap

Riser Pipe 15mm Copper

Ground Level

Polyflex Insulation

Inlet ½”


